CAUTION

ENGINE COOLING FANS
ENGINE COOLING FANS MAY START AT ANY TIME WITH THE

IGNITION ON. TO AVOID PERSONAL INJURY OR DAMAGE
TO VEHICLE, PLEASE KEEP HANDS, FACE, LOOSE
CLOTHING, LONG HAIR, TOOLS, ETC CLEAR OF FANS

AT ALL TIMES.
A100U6048

EGR PIPE
CAUTION!
HOT SURFACE

20-10%

B082U7039

VEHICLE IDEN
LOTUS CARS LTD.
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MANUFACTURED BY
NAT. TYPE APP. No.

VEHICLE IDENT. NUMBER

cgr A

S.A.E. 10W-30
A.P.1. SF/CD or SG

MAX VEHICLE WEIGHT
MAX COMBINED WEIGHT

MAX AXLE WT. FRO -20
MAX AXLE WT. REA
S.A.E. 5W-30
V.I.N. A.P.l. SF/CD or SG
B100U0249
Paint Code B1l6 Alo0oU0473

Trim Code

WARNING : CLEAN FILLER CAP BEFORE REMOVING
USE ONLY ‘DOT 4’ FLUID FROM A SEALED CONTAINER




18 R- 0189001

64 R- 0089002

46 R- 00880205

10 R- 01881675 (N.A))

51 R- 01880208 (TURBO)

51 R- 01881672 (N.A)

12 R- 02881676

13 R- 05880207

14 R- 02880203

10 R- 01846.01 (TURBO)

11 R- 02251

| 21 R- 01056

15 R- 041186.01

(N.A)

15 R-041185.01

(TURBO)

17 R- 03156

| 26 R- 066

D100U0155




